
Loewe Classic - Aventos 3772 Z
The entry-level model in the real-flatline
class.

Brilliant picture quality in 4 : 3 format.

With 72-cm screen diagonal.

Future-proof thanks to latest
MediaPlus technology.

Technical data
Image:

100-Hz-technology
Automatic Gain Control (AGC)
Picture format: 4 : 3
Vertical image correction
Picture tube diagonal in cm: 72
Visible picture tube diagonal in cm: 68
Chassis: MediaPlus (Q 2500 B)
Digital Noise Control (DNC)
Digital Scene Control (DSC)
Digital Transient Improvement Plus (DTI Plus)
Format options: 4 : 3, Cine, Zoom, Zoom 16 : 9, 16 : 9
Photo CD circuit
Real-Flat picture tube
Split Screen TV/Teletext
Fully digitised signal processing: 8 bit

Audio:
Number of speakers: 2
Audio power amplifier output in watts (at 4 Ohms): 2 x 25
Stereo base extension
Two-channel stereo sound

Operation:
Automatic shut-off
Automatic Signal Switch (ASS)
Automatic Volume Control (AVC) [1]
Digital Link
Digital Link Plus
Electronic Instruction Manual
Remote control: RC 4
Content-sensitive help
Parental Lock Plus
NexTView-Link [2]
Standard values can be stored individually
Now & Next (24-hour Electronic Programme Guide) [2]
On Screen Display (OSD) in foreign languages: D-I-F-GB-E-NL
Personal Control System Plus (PCS Plus)
Personalised teletext with direct access to bookmarked
pages
Programme positions (incl. AV): 220 (1.470 with Digital TV
upgrade kit)
Index
Current TV Programme
Teletext: TOP-/FLOF Teletext/Level 2.5

Teletext page memory: 390
Video Timer
Automatic Channel Programming (ACP)

Reception:
Euro cable tuner
Colour standard: PAL, Secam, NTSC, NTSC 4.43 MHz
Television standard: PAL B/G, D/K
Hyper-band (8-MHz) including special channels
Audio standard: Two-channel FM

Connectors:
Antenna (analogue)
Audio Out, controlled
Euro-AV/Scart: 2
Euro-AV/Scart, of which the following number are RGB-
ready: 1
Euro-AV/Scart, of which the following number are 
S-VHS/Hi8-ready: 2
Front-AV
Headphones: 6.3 mm
Copy function Euro-AV <-> Euro-AV
Copy function Front-AV --> Euro-AV

Optional upgrade kits:
Digital-TV 2 S-Basic
Digital-TV 2 Sat-CI [3]
Digital-TV 2 T-Basic [4]
Digital-TV 2 T-CI [5]
Digital-TV 2 Twin-Sat-CI [6]
Single-Sat 6
Twin-Sat 6
Wireless Home Automation upgrade kit

Accessories:
Remote control: RC 1
Racks: Rack M 12, Rack C 30, Mimo Rack 2

Miscellaneous:
Power consumption in watts when the set is turned off: 0
Power consumption in watts: 130
Power switch
Mains voltage: 220-240 V, 50/60 Hz
VDE-safety standard (inspection seal)
Eco stand-by power supply: < 2 Watt

Mass:
Weight (net) in kg: 44.0

Artikelnummer EAN Available colours

63449B00 4011880050432 Light Silver

63449D00 Anthracite

Rack C 30
Depth TV: 49.5
ø Bottom plate: 56.0 

Rack M 12
Depth TV: 49.5
Overall depth: 49.5

[1] Function depends on signal format emitted by station. 
[2] Works only with channels broadcasting NexTView data.
[3] With 2 x CI. Digital audio output; software update.
[4] Digital audio output. 
[5] In case of digital-only DVB-T reception, the PIP function cannot be

used. Digital audio output.
[6] With 2 x CI. 1 x digital tuner, 1 x analogue tuner. Digital audio output;

software update.

Mimo Rack 2
Depth TV: 49.5
ø Bottom plate: 48.0 


